Antistatic Mat In Three Lavers

Mechanical Specifications

Surface

Resistivity >1x 104 Ohms/ Sq.

> 1x 1072 Ohms/ Sq.

| |as per BS CECC 00 015/1 Issue — 1
Resistance to

> 1x 1076 Ohm.

Ground

| < 1x 10*12 Ohm.

| |as BS CECC 00 015/1 Issue-1
|Decay Time |Less than 2 seconds.

Material Homogeneous composition with black conductive layer sand witched in
between two antistatic layers.

|Thickness |2mm /1.5mm +/- 0.1mm

|Tensile Strength |M0re than 25MJ/m”3 exceeds as per IS : 3462 - 1986

|Flexibility |Does not break, crack or show any sign of failure - As per IS : 3462 - 1986

|Sound Reduction Factor |3db for 2mm thickness

|Inﬂammahility |Sell extinguishing as per RDSO C-8515

|Water Absorption |At room temperature for 24 hrs is less than 0.1%

g;ﬂ;;?:’;ﬂg & No surface cracking or exudation takes place - As per IS : 3462-1986

Colour Almond Brown, pale Green, Pacific Blue & Smoke gray, subject to
availability

|Standard Supply |1 .5mirs / 2mtrs Width x Approx. 20mtrs.running length.

|Dimension Tolerance |+!- 5%




